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Frequencies Radiated power 
Max. spectrum density 

e.i.r.p. 
Other conditions 

10 mW/1 MHz DSSS or OFDM systems 

2400.0-2483.5 MHz 100mWe.i.r.p. 

100 mW/100 MHz FHSS systems 

 

 
Frequencies Radiated power For 

a 13.560 MHz 100 mW e.r.p. 

b 26.995; 27.045; 27.095; 27.145; 27.195 MHz 100 mW e.r.p. 

all kinds of 

models 

c 

35.000; 35.010; 35.020; 35.030; 35.040; 35.050; 35.060; 
35.070; 35.080; 35.090; 35.100; 35.110; 35.120; 35.130; 
35.140; 35.150; 35.160; 35.170; 35.180; 35.190; 35.200; 
35.210; 35.220 MHz 

1 W e.r.p. 

d 
35.820; 35.830; 35.840; 35.850; 35.860; 35.870; 35.880; 
35.890; 35.900; 35.910 MHz 

1 W e.r.p. 

model aircraft 

only 

e 40.665; 40.675; 40.685; 40.695; 40.715 MHz 100 mW e.r.p 

f 
40.725; 40.735; 40.765; 40.775; 40.785; 40.815; 40.825; 
40.835; 40.865; 40.875; 40.885; 40.915; 40.925; 40.935; 
40.965; 40.975; 40.985 MHz 

1 W e.r.p. 

all kinds of 

models 


