
Brand

Model

Size

LINED RIB NUMBER Aa Ab B BRAKES Tension

Manual

 

tolerances

1 7945 7915 7920 8110 5KG +/-10mm

2 7825 7800 7805 7930 5KG +/-10mm

3 7790 7765 7770 7805 5KG +/-10mm

4 7850 7825 7835 7820 5KG +/-10mm

5 7785 7760 7770 7665 5KG +/-10mm

6 7680 7660 7670 7560 5KG +/-10mm

7 7640 7620 7635 7525 5KG +/-10mm

8 7675 7660 7670 7565 5KG +/-10mm

9 7530 7530 7450 5KG +/-10mm

10 7405 7405 7335 5KG +/-10mm

11 7320 7315 7250 5KG +/-10mm

12 7290 7275 7200 5KG +/-10mm

13 7090 7085 7255 5KG +/-10mm

14 6980 5KG +/-10mm

15 7040 5KG +/-10mm

16 5KG +/-10mm

17 5KG +/-10mm

18 5KG +/-10mm

19 5KG +/-10mm

20 5KG +/-10mm

21 5KG +/-10mm

22 5KG +/-10mm

23 5KG +/-10mm

24 5KG +/-10mm

Test house name

Certification date 02.01.2013

DHV GS-01-2022-13

DHV

Measurement request from test house for CCC certification                         

From 28/09/2014 to next revision

Absolute line length from bottom riser to canopy

Swing GmbH

Core 3

22

CCC certification n°

 



  

from bottom riser to top 

maillon on each branche A1 A2 B

calculated  

Δt Tension

Manual

 

tolerances

Neutral 545 545 545 0 5KG +/-5mm

Manual

 

tolerances

A1-B 125 +/-5mm

A2-B 90 +/-5mm

Total Speed Range 125 +/-5mm

  

Full speed setting

Riser length

Attachment

 rod diameter in mm

10



Upper Top A1 a1/1 8000/U-090 Edelrid

a2/1 8000/U-090 Edelrid

a3/1 8000/U-090 Edelrid

a4/1 8000/U-090 Edelrid

a5/1 8000/U-070 Edelrid

a6/1 8000/U-070 Edelrid

a7/1 8000/U-070 Edelrid

a8/1 8000/U-070 Edelrid

Upper Top A2 a1/2 8000/U-090 Edelrid

a2/2 8000/U-090 Edelrid

a3/2 8000/U-090 Edelrid

a4/2 8000/U-090 Edelrid

a5/2 8000/U-070 Edelrid

a6/2 8000/U-070 Edelrid

a7/2 8000/U-070 Edelrid

a8/2 8000/U-070 Edelrid

Upper A a1 8000/U-090 Edelrid

a2 8000/U-090 Edelrid

a3 8000/U-090 Edelrid

a4 8000/U-090 Edelrid

a5 8000/U-090 Edelrid

a6 8000/U-090 Edelrid

a7 8000/U-090 Edelrid

a8 8000/U-090 Edelrid

a9 8000/U-050 Edelrid

a10 8000/U-050 Edelrid

a11 8000/U-050 Edelrid

a12 8000/U-050 Edelrid

a13 8000/U-050 Edelrid

Middle A A1 8000/U-190 Edelrid

A2 8000/U-190 Edelrid

A3 8000/U-190 Edelrid

A4 8000/U-190 Edelrid

A5 8000/U-090 Edelrid

A6 8000/U-090 Edelrid

Mail A AI 8000/U-280 Edelrid

AII 8000/U-280 Edelrid

AIII 8000/U-190 Edelrid

Top B b1 8000/U-090 Edelrid

b2 8000/U-090 Edelrid

b3 8000/U-090 Edelrid

b4 8000/U-090 Edelrid

b5 8000/U-050 Edelrid

b6 8000/U-050 Edelrid

b7 8000/U-050 Edelrid

b8 8000/U-050 Edelrid

b9 8000/U-050 Edelrid

b10 8000/U-050 Edelrid

b11 8000/U-050 Edelrid

b12 8000/U-050 Edelrid

b13 8000/U-050 Edelrid

Middle B B1 8000/U-130 Edelrid

B2 8000/U-130 Edelrid

B3 8000/U-090 Edelrid

B4 8000/U-090 Edelrid

B5 8000/U-070 Edelrid

B6 8000/U-070 Edelrid

Main B BI 8000/U-230 Edelrid

BII 8000/U-190 Edelrid

BIII 8000/U-090 Edelrid

Top Brakes br1 8000/U-050 Edelrid

br2 8000/U-050 Edelrid

br3 8000/U-050 Edelrid

br4 8000/U-050 Edelrid

br5 8000/U-050 Edelrid

br6 8000/U-050 Edelrid

br7 8000/U-050 Edelrid

br8 8000/U-050 Edelrid

br9 8000/U-050 Edelrid

br10 8000/U-050 Edelrid

br11 8000/U-050 Edelrid

br12 8000/U-050 Edelrid

br13 8000/U-050 Edelrid

Middle Top Brakes BR1 8000/U-050 Edelrid

BR2 8000/U-050 Edelrid

BR3 8000/U-050 Edelrid

BR4 8000/U-050 Edelrid

BR5 8000/U-050 Edelrid

BR6 8000/U-050 Edelrid

Middle Brakes BRI 8000/U-070 Edelrid

BRII 8000/U-070 Edelrid

BRIII 8000/U-070 Edelrid

Main Brakes Brmain1 8000/U-130 Edelrid

Brmain2 10/N200 Edlerid

Top Stabilo st1 8000/U-050 Edelrid

st2 8000/U-050 Edelrid

Main Stabilo ST1 8000/U-090 Edelrid
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