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ABSOLUTE LINE LENGHT FROM bottom RISER TO CANOPY IN mm  

Manual Glider Manual Glider Manual Glider Manual Glider Manual Glider Manual Glider
A Diff B Diff C Diff D Diff Stabilo Diff tot brake line Diff

Center 1 7552 7552 0 7517 7515 -2 7494 7494 0 7593 7593 0 6727 6723 -4 8242 8255 13
2 7426 7431 -5 7389 7389 0 7357 7352 -5 7468 7461 -7 6806 6801 -5 7925 7941 16
3 7388 7384 4 7351 7351 0 7330 7326 -4 7469 7461 -8 7649 7662 13
4 7437 7429 8 7403 7400 -3 7428 7422 -6 7558 7550 -8 7610 7628 18
5 7320 7320 0 7293 7298 5 7284 7276 -8 7419 7409 -10 7608 7619 11
6 7207 7204 3 7180 7180 0 7164 7158 -6 7299 7289 -10 A 7479 7492 13
7 7161 7161 0 7135 7137 2 7133 7124 -9 7262 7250 -12 7489 7504 15
8 7196 7192 4 7174 7173 -1 7212 7206 -6 7312 7303 -9 7647 7661 14
9 6987 6988 -1 6969 6971 2 7569 7587 18

10 6898 6897 1 6895 6897 2 7613 7628 15
11 6826 6827 -1 6859 6858 -1 7776 7788 12
12 6808 6803 5 6890 6885 -5

Wing tip 13 6743 6742 1 6810 6810 0
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Riser length Manual

A A' B B' calculated  Δt Tension Tolerances

Neutral 520 520 520 520 0 5KG +/-5mm

Tolerances Tolerances
Total speed 

Range 
(Δa+Δt)

152 +/-5mm

A-A' 76 +/-5mm A'-B 76 +/-5mm
A-B 152 +/-5mm

Riser length Gliders

A A' B B' calculated  Δt Tension Tolerances

Neutral 520 521 523 523 -3 5KG +/-5mm

Tolerances Tolerances
Total speed 

Range 
(Δa+Δt)

142 +/-5mm

A-A' 72 +/-5mm A'-B' 73 +/-5mm
A-B' 145 +/-5mm
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Attachment
 rod diameter in mm

6

Full speed setting Full speed setting

Full speed setting Full speed setting

Attachment
 rod diameter in mm

5



Drawings
Tension	  bands	   Diagonals	  and	  internal	  structure	  

Attach	  point	   Mini	  rib	  position	  

Table of lines quality

SUSPENSION TECHNICAL DATA

MATERIAL CODE DC DC 8000 8000 12100 16140 12240 16330 12470 12950 TNL
STRENGTH CODE 040 060 045 060 50 70 115 145 200 405 280

DIAMETER m/m ø 0,5 0,6 0,5 0,6 0,6 0,7 0,9 1 1,2 1,6 1,8
CORE MATERIAL DYNEEMA DYNEEMA ARAMID ARAMID VECTRAM VECTRAM VECTRAM VECTRAM VECTRAM VECTRAM TECHNORA
SLEEVE MATERIAL NO NO Polyester

WEIGHT G/M TOTAL 0,19 0,24 0,3 0,4 0,28 0,39 0,57 0,77 1,17 2,24 2,7

BREAKING STRENGTHMINIMUM 40 60 50 65 50 70 115 145 200 405 280
MAXIMUM 48 84 60 80 53 74 122 153 215 430 320

STRENGTH AFTER
5.000 BENDING TEST EN 33 74 27 33,9 36 31 60,9 77,5 112,1 237,5 138,6
CYCLES

ELONGATION AT    5 daN en % 0,5 0,3 0,4 0,75 0,2 0,2 0,2 0,35 0,2
 10 daN en % 0,43 1 0,6 0,9 1 0,4 0,4 0,3 0,4 0,3
 15 daN en % 1,4 0,9 1,3 1,1 0,4 0,7 0,4 0,5 0,4
 20 daN en % 1,8 1,2 1,5 1,4 0,9 0,8 0,5 0,7 0,4
 25 daN en % 2,2 1,5 1,9 1,75 1 0,9 0,6 0,9 0,5
 30 daN en % 1,2 3,9 2,7 2,75 1,6 1,5 1 1,1 0,9
 75 daN en % 3,8 2,3 2 1,4 1,3 1,3
100 daN en % 3 2,4 1,7 1,7 1,7
125 daN en % 3 2,1 1,8 2
150 daN en % 3,6 2,4 1,9 2,3
175 daN en % 2,8 2,2 2,7
200 daN en % 3,2 2,4 2,8

2,7
Elongation max. breaking strength  % 3,2 3,9 3,9 3,8 3,7 3,5 3,7 3,4 4,2 4,1




