Annex 21  2005

Summary of Proposed changes to Section 7D for 2005

· Statement on purpose of proficiency badges is added.

· Proposed new badge levels included (explained in detail in a separate proposal)

· Task declaration form revised to include new badge levels

· Advance Notification of Record Claim form added to appendix

· Flight definitions in Section 1.6 clarified:

· Distance flight measurement is straight line from start to finish.

· Closed course may involve one, two or three intermediate turnpoints.

· FAI does not recognise polygon course for hang glider records.

· Start point no longer involves a ground feature photographed from a sector

· Start sector removed – no longer relevant (we use cylindrical observation zones)

· Turnpoints: they are rounded when the observation zone is entered.

· Finish point: now involves an observation zone, not the crossing of a gateway.

· Finish line and finish sectors only apply if a flight data recorder is used.

· Section on observation zones expanded and clarified: the radius is always 400m for badges & records. Sectors may be used if an IGC flight data recorder is used, but cylinders are preferred.

· Statement has been removed on the validity of a 200 km O/R flight that doesn’t end at the finish line: no longer applicable.

· Section 2.5 on Barographs and Flight Recorders moved into Section 5.4 Barographs, GPS and Flight Recorders.

· Section 3.5 on Special Requirements for Records now clarifies that GPS (or data recorders) (and optionally a barograph) shall be used on all record attempts.

· Section 3.5.4 Task Declaration establishes that a paper declaration must be used with GPS; data recorders have the declaration function built in. 

· Flight Recorder added to the Table of Certificates and Proofs.

· Section 5.2 states that the GPS is the preferred instrument for distance measurement and, as per General Section, WGS84 datum shall be used.

· Section 5.2.2 on measurement of altitude added to list the instruments that may be used for this purpose: barograph, GPS, flight data recorder.

· Section 5.4.2 states preference for 3D GPS (altitude in tracklog). 2D GPS may not be used for Silver and higher badges, or records, without a barograph. Also spells out pre-launch procedure for GPS, and recording interval.

· New section 5.4.3.1 describes entire GPS tracklog verification procedure.

· 5.5 on Ground Signals and 5.6 on Photo Evidence are removed.

